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NOTES:

MATERIAL: SEE ALSO PART NUMBER CHART1.
NON-CONDUCTIVE SILICONE RUBBER, 70 SHORE A DUROMETER,•
UL94V-0 FLAMMABILITY RATING.
OR
CONDUCTIVE SILICONE RUBBER, 75 SHORE A DUROMETER, •
2.00 Ohm-cm VOLUME RESISTIVITY.

PART IS RoHS COMPLIANT PER EU DIRECTIVE 2002/95/EC AND AMENDMENTS2.

OPERATING TEMPERATURE: -40 C TO 105 C3.

PART NUMBER COLOUR CONDUCTIVE

MRJ-2586-12BP GREY NO
MRJ-2586-22BP BLACK NO
MRJ-2586-42BP BLACK YES
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Amphenol Canada Corp.

CODE ID NO.

DESCRIPTION, ECN, EAR NO. APP'DDATEREV

REVISIONS

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION AND SUCH INFORMATION MAY NOT BE DISCLOSED TO OTHERS FOR 
ANY PURPOSE OR USED FOR MANUFACTURING PURPOSES WITHOUT WRITTEN PERMISSION FROM AMPHENOL CANADA CORP.

P-MRJ-2586-X2BP

MRJ CONNECTOR DUST COVER,
GRIPS INSIDE & OUTSIDE OF

MATING AREA, RoHS COMPLIANT
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